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Class 1 
Building Product Information Sheet
Product name (include the brand name):

Other product names (variant, sub-variant, functional name, etc. if applicable)

Product identifier (if applicable):

This could be a Global Trade Item Number (GTIN) or any other distinguishable part/model number or identifier

Product description and its intended use (measurements, materials, usage):

Place of manufacture:
  Aotearoa New Zealand    Overseas

Legal name of the manufacturer(s):

Trading name of the manufacturer(s):

https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
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New Zealand Business 
Number (NZBN):

Other Legal Entity 
Identifier (if available):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

Legal name of the importer (if applicable):

Trading name of the importer (if applicable):

New Zealand Business 
Number (NZBN):

Other Legal Entity 
Identifier (if available):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

Relevant Building Code clauses:



CLASS 1: BUILDING PRODUCT INFORMATION SHEET

3

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.

Limitations on the use of the building product:

Design requirements that would support the appropriate use of the building product:
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Installation requirements (also provide link to the product installation guide):

Maintenance requirements (also provide link to the product maintenance guide):

Is the building product/building product line subject to warning or ban under section 26 of the Building Act 2004?:

 Yes   No

If yes, description of the warning or ban under section 26:

Version:

Date: DD MM YYYY


	001: LENNOX SHOWER GLASS
	002: RGM,RDM,RAM,RCM,SHO,HD,DS,RS,RF,R7015,R7016
	003: The LENNOX shower set is designed for new bathrooms or bathroom renovations.
 The shower is designed as a
complete shower fixture (less plumbing) that does not require a waterproof membrane (unless walls are to be tiled). Suitable
for internal use only
	0010: The shower tray is made from fibreglass & particle board reinforced Sanitary Grade Acrylic &
features a continuous upstand on each side to be installed against a wall. Sanitary
Grade Acrylic features a high gloss surface for ease of cleaning.
The shower door (& return, as applicable) comprises Grade A toughened safety glass
complying with AS/NZS 2208 & NZS 4223.3, with powder coated or anodised aluminium
framing & PVC seals. The hardware is in Stainless Steel, finished Zinc alloy & ABS. The silicone
sealant for sealing the shower wall is white or translucent Sikasil® NG.
	004: Overseas
	006: FOSHAN LANFEILIN SANITARY WARE  CO., LTD
	0011: FOSHAN LANFEILIN SANITARY WARE  CO., LTD
	015: THE LENNOX BATHROOM
	016: 10 Carroll Street
	017: 
	018: Dunedin
	019: 9016
	020: www.lennoxbathroom.co.nz
	021: dunedin@lennoxbathroom.co.nz
	022: 
	023: 9429046569653
	038: 
	024: • B2 - Durability
• E3 - Internal Moisture
• F2 - Hazardous Agents On site
• G1 - Personal Hygiene
• G12 - Water Supplies
• G13 - Foul Water
	012: 1433425996@qq.com
	028: 
	013: 
	014: DUNEDIN INTERIORS LTD
	011: 
	029: n/a
	007: NO. 38, DIANTOU INDUSTRIAL ZONE, DALI TOWN,
	008: NANHAI DISTRICT
	010: 528231
	009: FOSHAN CITY ,  CHINA
	027: For interior installations in residential & commercial buildings, with timber or concrete
flooring.
	026: Only the Adhesives & Sealants supplied by the manufacturer must be used in the installation
• Any Plumbing must be carried out by a certified Plumber
	025: • B2/AS1 - Durability: THE LENNOX Showers with normal maintenance meets the Durability requirements of Nominated Building
 Elements for Plumbing & Pipe fixtures of not less than 5 years
• E3/AS1 3.3.1- Acrylic Wall linings are impervious to water
• E3/AS1 3.3.1.2 - LENNOX Shower liners are made from a single piece of material without any joints and are continuous to a
 minimum height of 1900mm from tray level
• F2/AS1 1.1.1- Human Impact Safety. All glass used in LENNOX Shower Enclosures meet AS/NZS 4223.3:2016 Glazing in
Buildings Part 3 Human Safety Requirements.
• G1.3.2 - Avoids Harbouring dirt or germs
• G12.3.5 - Requires hot water for personal washing, showering or bathing
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	032: • Any Plumbing must be carried out by a certified Plumber


